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AR6140E-9G-2AC (02353UYT)

Overview

Table 3-215 Basic information about the AR6140E-9G-2AC

Item Details

Description AR6140E-9G-2ACAC host, 5*GE RJ45, 4*GE
SFP, 1*USB 3.0, 4*SIC

Part Number 02353UYT

Model AR6140E-9G-2AC

First supported version V300R019C13

Remarks When configuring cards, ensure that the total
power of the configured cards does not
exceed 36 W or contact technical support
engineers to obtain more suggestions.

Appearance

Figure 3-146 Appearance of the AR6140E-9G-2AC

Components

Figure 3-147 Components of the AR6140E-9G-2AC

1. RESET button

NOTE:

This button is used to reset the router.

In an empty configuration scenario, ensure that
the router has no console port input, and has
no user login routers. If the Reset button is
pressed and held for at least 5 seconds, you
will access the registration query center of
Huawei devices and obtain the cloud
management platform address of routers for
plug-and-play deployment.
In the configured scenario, hold down the
button for at least 5 seconds to restore the
factory settings.

2. LAN
interface: two
GE electrical
interfaces

3. WAN
interfaces:
two GE
electrical
interfaces

Избранное

Загрузить

Updated: 2022-12-22

Связанные документы

NetEngine AR Product Descriptio
n

(Video) NetEngine AR Product P
ortfolio

AR-Card Visio Stencil

Digital Signature File
Digital Signature Authentication

Mode

Search in this manual Перевод

Share

  

 Назад Далее 

 Products and Solutions Learning and Tech Support Partners How to Buy About Us

https://support.huawei.com/enterprise/ru/index.html
https://support.huawei.com/enterprise/ru/doc/index.html
https://support.huawei.com/enterprise/ru/category/routers-pid-1482607112869?submodel=doc
https://support.huawei.com/enterprise/ru/category/routers-pid-1482607112869?submodel=doc
https://support.huawei.com/enterprise/ru/routers/ar600-6100-6200-6300-pid-256863201
https://support.huawei.com/enterprise/ru/routers/ar600-6100-6200-6300-pid-256863201?category=learn-about-products
https://support.huawei.com/enterprise/ru/routers/ar600-6100-6200-6300-pid-256863201?category=learn-about-products&subcategory=hardware-description
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/426cffd9/about-this-document
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/8c6d322b/using-the-info-finder
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/523e4bbc/version-support-for-components
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/1367d765/chassis
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/9375b79e/naming-conventions
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/43842d20/ar300-series
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/6460e7f3/ar600-series
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/140a137c/ar1600-series
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/af985d2e/ar6100-series
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/4b291335/ar6120
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/ac913e32/ar6120-vw
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/a917d4ef/ar6121
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/61b8dc2/ar6121e-02353tbh
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/ac13bb57/ar6121e-02353tbh-001
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/923b4f09/ar6121k-02353ntk
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/fd92e381/ar6121k-02353ntk-001
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/afb95f13/ar6140-16g4xg
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/8ad99e26/ar6140-9g-2ac
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/baee7020/ar6140e-9g-2ac-02353uyt
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/5f6c6982/ar6140e-9g-2ac-02353uyt-002
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/e53c7f9f/ar6140k-9g-2ac-02353ntj
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/c0f2ca31/ar6140k-9g-2ac-02353ntj-001
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/6b6bf9b4/ar6120-s
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/9b8d0322/ar6121-s
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/ec8a33b4/ar6121c-s
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/fa2e2216/ar6140-s
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/d1f89ab2/ar6121e-s-02354gyr
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/b3a14966/ar6121e-s-02354gyr-001
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/4f9c0f11/ar6121ec-s-02354gyu
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/1819576/ar6121ec-s-02354gyu-001
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/312d73ac/ar6140e-s-02354gyx
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/f91151c7/ar6140e-s-02354gyx-001
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/b321eb3/ar6140h-s
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/e0d9cbe9/ar6200-series
https://support.huawei.com/enterprise/ru/doc/EDOC1100087078
https://support.huawei.com/enterprise/ru/doc/EDOC1100163201
https://support.huawei.com/enterprise/ru/doc/EDOC1000125382
https://support.huawei.com/enterprise/en/tool/software-digital-signature-openpgp-validation-tool-TL1000000054
javascript:void(0);
javascript:void(0);
mailto:?subject=NetEngine%20AR%20Hardware%20Description%20-%20Huawei&body=NetEngine%20AR%20Hardware%20Description%20-%20Huawei%20%0A%0D%0Ahttps%3A%2F%2Fsupport.huawei.com%2Fenterprise%2Fru%2Fdoc%2FEDOC1100041787%2Fbaee7020%2Far6140e-9g-2ac-02353uyt
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/8ad99e26/ar6140-9g-2ac
https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/5f6c6982/ar6140e-9g-2ac-02353uyt-002
https://e.huawei.com/en


07.02.2023, 21:01 AR6140E-9G-2AC (02353UYT) - NetEngine AR Hardware Description - Huawei

https://support.huawei.com/enterprise/ru/doc/EDOC1100041787/baee7020/ar6140e-9g-2ac-02353uyt 2/8

AR6300 Series

AR700 Series

RU-5G

Power Supplies

Fan Modules

Cards

Cables

Pluggable Modules for Interfaces

Accessories

To reset the router, hold down the button for
less than 5 seconds.

Resetting the router will interrupt services.
Exercise caution when deciding to press this
button.

4. LAN interfaces: two GE optical interfaces 5. WAN
interfaces:
two GE
optical
interfaces

6. LAN
interface: one
GE electrical
interface

7. Console interface 8. USB
interface 3.0
(host)

9. Ground
point

10. Product model silkscreen 11. Four SIC
slots

12. Two AC
power jacks

Slot Layout

Figure 3-148 Slot Layout of the AR6140E-9G-2AC

Table 3-216 Slots on the AR6140E-9G-2AC

Slot Type Slot ID Slot Direction Remarks

SIC 1 Transverse Slot 1 and slot 2 are
combined into new
slot 2 (WSIC).

SIC 2 Transverse Slot 1 and slot 2 are
combined into new
slot 2 (WSIC).

SIC 3 Transverse Slot 3 and slot 4 are
combined into new
slot 4 (WSIC).

NOTE:

When only
one WSIC
card is
installed on
the router,
you can
only install
the WSIC
card in slot
4
(combined
of slot 3 and
slot 4).

SIC 4 Transverse Slot 3 and slot 4 are
combined into new
slot 4 (WSIC).

NOTE:

When only
one WSIC
card is
installed on
the router,
you can
only install
the WSIC
card in slot
4
(combined
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Slot Type Slot ID Slot Direction Remarks
of slot 3 and
slot 4).

Ports

Table 3-217 Ports on the AR6140E-9G-2AC

Port Connector Type Description Available
Components

Console interface RJ45 The console interface
of a router can connect
to an operation
terminal for onsite
configuration.

Standards
compliance: RS232

Working mode: Full-
duplex Universal
Asynchronous
Receiver/Transmitter
(UART)
Data equipment
type: Data Circuit-
terminating
Equipment (DCE)

Console cable

LAN interface: two
GE electrical
interfaces

RJ45 A GE electrical
interface (10/100/1000
Mbit/s auto-sensing)
transmits and receives
services at 10 Mbit/s,
100 Mbit/s, or 1000
Mbit/s.

Standards
compliance:
IEEE802.3,
IEEE802.3u,
IEEE802.3ab

Working mode: Full-
duplex (10/100/1000
Mbit/s auto-sensing)

Maximum
transmission
distance: 100 m

NOTE:

All GE LAN
interfaces can
be configured
as WAN
interfaces.

Ethernet cable

WAN interfaces:
two GE electrical
interfaces

RJ45 A GE electrical
interface (10/100/1000
Mbit/s auto-sensing)
transmits and receives
services at 10 Mbit/s,
100 Mbit/s, or 1000
Mbit/s.

Standards
compliance:
IEEE802.3,
IEEE802.3u,
IEEE802.3ab

Working mode: Full-
duplex (10/100/1000
Mbit/s auto-sensing)
Maximum
transmission
distance: 100 m

Ethernet cable

LAN interfaces:
two GE optical
interfaces

LC/PC A GE optical interface
can transmit and
receive service traffic
at 100 Mbit/s or 1000
Mbit/s.

Optical interface
attributes: The

Optical module

The following
optical modules are
supported:
FE SFP&eSFP
Optical Modules
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Port Connector Type Description Available
Components

optical interface
attributes vary
depending on the
optical module used.
Standards
compliance: IEEE
802.3z

NOTE:

All GE LAN
interfaces can
be configured
as WAN
interfaces.

GE eSFP Optical
Modules

WAN interfaces:
two GE optical
interfaces

LC/PC A GE optical interface
can transmit and
receive service traffic
at 100 Mbit/s or 1000
Mbit/s.

Optical interface
attributes: The
optical interface
attributes vary
depending on the
optical module used.

Standards
compliance: IEEE
802.3z

Optical module
The following
optical modules are
supported:

FE SFP&eSFP
Optical Modules

GE eSFP Optical
Modules

LAN interface: one
GE electrical
interface

RJ45 A GE electrical
interface (10/100/1000
Mbit/s auto-sensing)
transmits and receives
services at 10 Mbit/s,
100 Mbit/s, or 1000
Mbit/s.

Standards
compliance:
IEEE802.3,
IEEE802.3u,
IEEE802.3ab

Working mode: Full-
duplex (10/100/1000
Mbit/s auto-sensing)

Maximum
transmission
distance: 100 m

NOTE:

GE8 is the
management
network port
on a device. It
can implement
web-based
network
management
and email-
based
deployment.

All GE LAN
interfaces can
be configured
as WAN
interfaces.

Ethernet cable

USB Interface 3.0
(Host)

USB 3.0 Type A A USB 3.0 interface
provides up to 5 Gbit/s
upload and download
rates.

Standards
compliance: USB
3.0 and USB 2.0

Working mode: Host

USB 2.0
standard USB
flash drive

USB 3.0
standard USB
flash drive

Indicators  Назад Далее 
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Figure 3-149 Indicators on the AR6140E-9G-2AC

1. PWR
indicator

2. SYS indicator 3. iNET indicator

4. CTRL
indicator

5 and 6. GE electrical interface
indicators (GE0 to GE3, and GE8)

7 and 8. GE optical interface
indicators (GE4 to GE7)

9. ACT (USB)
indicator

- -

Table 3-218 Indicators on the AR6140E-9G-2AC

Silkscreen Name Color Status Description

PWR PWR indicator Green Steady on The router is
powered by
the built-in
power module
normally.

- Off The router is
not powered
on.

SYS SYS indicator Green Slow blinking The system is
running
properly.

Green Fast blinking The system is
being powered
on or
restarting.

Red Steady on A fault that
affects
services has
occurred and
cannot be
rectified
automatically.
The fault
needs to be
rectified
manually.

- Off The system
software is not
running or is
resetting.

iNET iNET indicator Green Steady on The network
service has
been
established.

- Off The network
service is
unavailable.

CTRL CTRL indicator Green Steady on The device
has been
managed by
the controller.

- Off The device
has not been
managed by
the controller.
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Silkscreen Name Color Status Description

- GE electrical
interface
indicators
(GE0 to GE3)

Green Steady on A link has
been
established.

Green Off No link is
established.

Yellow Blinking Data is being
transmitted or
received on
the
corresponding
GE electrical
interface.

Yellow Off No link is
established on
the
corresponding
GE electrical
interface.

- GE optical
interface
indicators
(GE4 to GE7)

Green Steady on A link has
been
established.

Green Off No link is
established.

Yellow Blinking Data is being
transmitted or
received on
the
corresponding
GE optical
interface.

Yellow Off No data is
being
transmitted or
received on
the
corresponding
GE optical
interface.

ACT ACT (USB)
indicators

Green Steady on The system
has been
upgraded or
configured
using a USB
flash drive.

Green Blinking The system is
being
upgraded or
configured
using a USB
flash drive.

Red Steady on The system
fails to be
upgraded or
configured
using a USB
flash drive.

- Off No USB flash
drive is
connected, the
USB interface
has failed, or
the indicator
has failed.

Technical Specifications

Table 3-219 Technical specifications of the AR6140E-9G-2AC

Item Specification

Installation type Rack

Dimensions without packaging (H x W x D)
[mm(in.)]

Basic dimensions (excluding the parts
protruding from the body): 44.4 mm x 442.0
mm x 428.2 mm (1.73 in. x 17.4 in. x 16.86
in.) Назад Далее 
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Item Specification
Maximum dimensions (the depth is the
distance from ports on the front panel to
the handle on the rear panel): 44.4 mm x
442.0 mm x 431.2 mm (1.73 in. x 17.4 in. x
16.98 in.)

Dimensions with packaging (H x W x D)
[mm(in.)]

175 mm x 710 mm x 550 mm (6.89 in. x 27.95
in. x 21.65 in.)

Chassis height [U] 1 U

Weight with packaging [kg(lb)] 7.75 kg (17.09 lb)

Weight without packaging [kg(lb)] 5.35 kg (11.79 lb)

CPU 1.4 GHz, 4 Cores

Memory 4 GB

NAND Flash 1 GB

Console port RJ45

RTC Supported

Maximum power consumption [W] 28 W

Power supply mode AC built-in

Number of power modules 2

Rated input voltage [V] 100 V to 240 V, 50 Hz/60 Hz

Input voltage range [V] 90 V to 264 V, 47 Hz to 63 Hz

Maximum input current [A] 2 A

Maximum output power [W] 70 W

Type of fans Built-in

Number of fan modules 0

Heat dissipation mode Air cooling

Airflow direction Left to right

Extended slots (standard configuration) 4 x SIC

Number of service board slots 4

Redundant power supply Support double power supply (1:1 backup)

PoE Not supported

Noise at normal temperature (acoustic power)
[dB(A)]

49.9 dB(A)

Long-term operating temperature [°C(°F)] 0°C to 45°C (32°F to 113°F)

NOTE:

When the altitude is 1800 m-5000 m
(5906 ft.-16404.2 ft.), the highest
operating temperature reduces by
1°C (1.8°F) every time the altitude
increases by 220 m (722 ft.).

Storage temperature [°C(°F)] -40°C to +70°C (-40°F to +158°F)

Long-term operating relative humidity [RH] 5% to 95%, noncondensing

Long-term operating altitude [m(ft.)] < 5000 m (16404.2 ft.)

MTBF [year] 64.50 year

MTTR [hour] 2 hour

Availability 0.9999964601
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